








FETSNORD® NORDsmoke | NFCV-T

NFCV-T Reducer concentric

Reducer reduces the diameter of the ventilation duct to increase or
decrease the pressure in the ventilation system.

NFCV-T - concentric reducer (fitting/fitting).

Nominal size I Ip1 Ip2 Weight

d,-d, (mm) (mm) (mm) (mm) (kg)

125-100 60 48 48 0,22

160-100 85 48 48 0,29

160-125 90 48 48 0,26

200-100 150 48 48 0,42

200-125 115 48 48 0,47

200-160 90 48 48 0,4

250-100 230 53 48 0,6 Ip2
250-125 200 53 48 0,8 T
250-160 160 53 48 0,8

250-200 105 53 48 0,7 ]
315-125 290 53 48 1,2

315-160 255 53 48 0,8 o o S
315-200 190 53 48 1,2 S ©
315-250 130 53 53 1,1

400-160 365 50 48 2,5 vl —"
400-200 310 50 48 2,4

400-250 245 50 53 2,3 47' I
400-315 160 50 53 2,0

500-200 450 51 48 3,8

500-250 385 51 53 3,6

500-315 290 51 53 2,4

500-400 185 51 50 2,8

630-250 400 51 53 4.4

630-315 400 51 53 4,6

630-400 355 51 50 48

630-500 250 51 51 33

800-400 500 75 50 75

800-500 460 75 51 75

800-630 280 75 51 5,6

1000-400 505 89 50 11,5

1000-500 505 89 51 11,8

1000-630 505 89 51 12,3

1000-800 325 89 75 10,7

Product code
NFCV-T - zZM - di - d2

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d1

Diameter d2

Example: NFCV-T 315-250

24 RDT-023-0426 www.etsnord.com




FETSNORD® NORDsmoke | NFCVM-T

NFCVM-T Reducer concentric

Reducer reduces the diameter of the ventilation duct to increase or decrease the pressure in the ventilation
system.

NFCVM-T - concentric reducer (duct/fitting).

Nominal size I I Ip Weight
D-d, (mm) (mm) (mm) (mm) (kg)
125-100 60 49 48 0,22
160-100 85 49 48 0,29
160-125 90 49 48 0,26
200-100 150 49 48 0,42
200-125 115 49 48 0,47
200-160 90 49 48 0,4
250-100 230 58 48 0,6
250-125 200 58 48 0,8
250-160 160 58 48 0,8 "
250-200 105 58 48 0,7 ¢, b
315-125 290 58 48 1,2 [ |
315-160 255 58 48 0,8
315-200 190 58 48 1,2 A N
315-250 130 58 53 1,1 el — <
400-160 365 55 48 2,5
400-200 310 55 48 2,4
400-250 245 55 53 2,3 |
400-315 160 85 53 2,0
500-200 450 70 48 3,8
500-250 385 70 53 3,6
500-315 290 70 53 2,4
500-400 185 70 50 2,8
630-250 400 70 53 4.4
630-315 400 70 53 4,6
630-400 355 70 50 4,8
630-500 250 70 51 3,3
800-400 500 103 50 7,5
800-500 460 103 51 7,5
800-630 280 103 51 5,6
1000-400 505 103 50 11,5
1000-500 505 103 51 11,8
1000-630 505 103 51 12,3
1000-800 325 103 75 10,7
Product code
NFCVM-T - ZM - D - d2
Marking
Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)
Diameter D
Diameter d2
Example: NFCVM-T 250-160
Images are for illustrative purposes RDT-023-0426 25

We reserve the right to make changes



FETSNORD® NORDsmoke | NFB-T

NFB-T Reducer eccentric

Reducer reduces the diameter of the ventilation duct to increase or decrease the pressure in the ventilation
system.

NFB-T - eccentric reducer (fitting/fitting)

Nominal size | Ip1 Ip2 Weight

d,-d, (mm) (mm) (mm) (mm) (kg)
125-100 65 48 48 0,16
160-100 105 48 48 0,23
160-125 75 48 48 0,21
200-100 160 48 48 0,31
200-125 130 48 48 0,3
200-160 85 48 48 0,3
250-100 215 53 48 0,8
250-125 200 58 48 0,65
250-160 145 53 48 0,75
250-200 95 58 48 0,75 o1
315-125 275 53 48 1,3 —
315-160 230 53 48 1,2 Ip2
315-200 180 53 48 1,1 | ST
315-250 115 53 53 1,0 i
400-160 345 50 48 2,5 —1
400-200 290 50 48 2,5
400-250 230 50 53 2,1 5 1 N
400-315 150 50 53 1,8 S Al ©
500-200 430 51 48 3,8 S
500-250 855 51 58 815
500-315 275 51 53 2,9 Y
500-400 175 51 50 2,8 '
630-250 350 51 53 4,5
630-315 380 51 53 4,7
630-400 345 51 50 5,0
630-500 240 51 51 4,0
800-400 470 75 50 7,5
800-500 440 75 51 8,2
800-630 265 75 51 6,3
1000-400 535 89 50 11,7
1000-500 445 89 51 12,0
1000-630 475 89 51 12,4
1000-800 310 89 75 9,8

Product code
NFB-T - ZM - di - d2

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d1

Diameter d2

Example: NFB-T 315-250
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FETSNORD® NORDsmoke | NFBM-T

NFBM-T Reducer eccentric

Reducer reduces the diameter of the ventilation duct to increase or
decrease the pressure in the ventilation system.

NFBM-T - ecccentric reducer (duct/fitting)

Nominal size | I Ip Weight
D-d, (mm) (mm) (mm) (mm) (kg)
125-100 65 49 48 0,16
160-100 105 49 48 0,23
160-125 75 49 48 0,21
200-100 160 49 48 0,31
200-125 130 49 48 0,3
200-160 85 49 48 0,3
250-100 215 58 48 0,8 I
250-125 200 58 48 0,65 1 o
250-160 145 58 48 0,75 lpo
250-200 95 58 48 0,75 ——
315-125 275 58 48 1,3
315-160 230 58 48 1,2 B |
315-200 180 58 48 1,1 a) I
315-250 115 58 53 1,0 S o~
400-160 345 55 48 2,5 1 S
400-200 290 55 48 2,5
400-250 230 55 53 21
400-315 150 55 58 1,8
500-200 430 70 48 3,8
500-250 855 70 53 83
500-315 275 70 53 29
500-400 175 70 50 2,8
630-250 350 70 53 4,5
630-315 380 70 53 4,7
630-400 345 70 50 5,0
630-500 240 70 51 4,0
800-400 470 103 50 7,5
800-500 440 103 51 8,2
800-630 265 103 51 6,3
1000-400 585 103 50 11,7
1000-500 445 103 51 12,0
1000-630 475 103 51 12,4
1000-800 310 103 75 9,8
Product code
NFBM-T - ZM - D - d2
Marking |
Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)
Diameter D
Diameter d2
Example: NFBM-T 250-160
Images are for illustrative purposes RDT-023-0426 27
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FETSNORD® NORDsmoke | NPS-T

NPS-T Saddle (pressed)

Nominal size h Iy Weight
D-d (mm) (mm) (mm) (ko)
100-100 65 35 0,14
125-100 78 35 0,13
125-125 80 35 0,21
160-100 95 35 0,12
160-125 97 35 0,19
160-160 109 35 0,34
200-100 115 35 0,12
200-125 117 35 0,17
200-160 129 35 0,29
200-200 133 35 0,46
250-100 140 35 0,12

250-125 142 35 017 ‘ ﬂ%
250-160 154 35 0,29 ‘

250-200 158 35 0,41 i j
250-250 136 35 0,63 \jw .
315-100 173 35 0,12
315-125 175 35 0,17

|

[a)
315-160 187 35 0,27 ©
315-200 191 35 0,41
315-250 169 35 0,50
315-315 179 35 0,85
400-100 215 35 0,12
400-125 217 35 0,15
400-160 229 35 0,25
400-200 233 35 0,37
400-250 211 35 0,49
400-315 221 35 0,68
500-100 265 35 0,12
500-125 267 35 0,15
500-160 279 35 0,25
500-200 270 35 0,48
500-250 285 45 0,69
500-315 285 45 0,85
630-100 351 35 0,12
630-125 351 35 0,15
630-160 335 35 0,48
630-200 335 35 0,48
630-250 350 45 0,69
630-315 350 45 0,85

Product code

NPS-T - D - d

Marking

Diameter D

Diameter d

Example: NPS-T 315-250
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ETSNORD® NORDsmoke | NPSK-T
NPSK-T Saddle

Saddle with seal to fit round duct.

Nominal size h (N Weight

D-d (mm) (mm) (mm) (kg)
500-200 270 30 0,40
500-250 270 50 0,52
500-315 270 50 0,83
630-160 385 30 0,35
630-200 335 30 0,40
630-250 335 50 0,55
630-315 335 50 0,75 ®d
800-250 420 50 0,6
800-315 420 50 0,8

Product code

NPSK-T - ZzZM - D - d

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter D

Diameter d

Example: NPSK-T 500-315

Images are for illustrative purposes
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FETSNORD® NORDsmoke | NPSV-T

NPSV-T Saddle

Segmented saddle with seal to fit round duct.

Nominal size | I h Weight
D-d (mm) (mm) (mm) (mm) (kg)
400-400 625 50 300 2,9
500-400 636 50 355 3,2
500-500 720 51 350 3,9
630-400 636 50 410 3,2
630-500 733 51 370 4,7
630-630 866 51 420 5,7
800-400 636 50 505 3,5
800-500 720 51 510 4,6
800-630 850 51 520 6,2 b
800-800 1060 75 520 8,6
1000-500 713 51 600 4,9 : o
1000-630 845 51 600 7,2
1000-800 1042 75 610 10,1 =
1000-1000 1252 89 615 15,3 o
1250-630 845 51 725 11,0 © o
1250-800 1083 75 760 9,0
1250-1000 1251 89 745 15,0
1250-1250 1560 89 775 22,0

Product code

NPSV-T - ZM - D - d

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter D

Diameter d

Example: NPSV-T 500-400
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ETSNORD®

NORDsmoke | NTKP-T

NTKP-T T-piece (pressed)

NTKP-T is a pressed T-piece for round ventilation duct systems,
intended for the distribution or merging of airflow in three direc-
tions.

Nominal size | r o1 I, h Weight
d,/d, (mm) (mm) (mm) (mm) mm (mm) (kg)
100/100 178 35 30 30 90 0,46
125/100 178 33 30 30 103 0,55
125/125 204 35 30 30 103 0,62

Product code

NTKP-T d / d2

Marking

Diameter d1

Diameter d2

Example: NTKP-T 100/100

Images are for illustrative purposes

We reserve the right to make changes RIPIRUEEHL A
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ETSNORD® NORDsmoke | NTK-T

NTK-T T-piece

Assembled T-pieces with NPS-T/NPSK-T saddle.

Nominal size | 2 I, h Weight

d,-d, (mm) (mm) (mm) (mm) (mm) (kg)
100-100 182 30 35 85 0.5
125-100 168 30 35 98 0.5
125-125 196 30 35 98 0,7
160-100 168 30 85) 115 0.6
160-125 212 30 35 115 0.8
160-160 236 30 85) 115 1,0
200-100 174 30 35 135 0,7
200-125 212 30 35 135 0,9
200-160 309 30 35 135 1,1
200-200 306 30 35 135 1,3
250-100 172 50 35 160 1,0 Bao
250-125 198 50 85 160 1,2 ﬂ—[« I

250-160 302 50 35 160 1,3 -gg
250-200 320 50 35 160 1,7 _ \ |
250-250 350 50 35 160 2,1 I v c

__|lp1

315-100 204 50 35 193 1,2 = Y
315-125 219 50 35 193 1,4 )
315-160 261 50 35 193 1,7 I
315-200 320 50 35 193 2.1

315-250 398 50 35 193 2,8 02 !
315-315 408 50 35 193 3,0

400-100 172 50 35 235 2,1

400-125 254 50 35 235 2,3

400-160 271 50 35 235 2,7

400-200 314 50 35 235 3,3

400-250 350 50 35 235 3,7

400-315 454 50 35 235 4,4

500-100 212 61 35 285 2,8

500-125 232 61 35 285 3,1

500-160 297 61 35 285 3,5

500-200 362 61 35 285 4,3

500-250 367 61 35 285 4.8

500-315 462 61 35 285 5,8

630-100 223 61 35 350 3,7

630-125 237 61 35 350 4,0

630-160 322 61 35 350 4,4

630-200 366 61 35 350 5,3

630-250 442 61 35 350 6,0

630-315 473 61 35 350 7,0

800-250 405 96 35 461 8,3

800-315 450 96 35 439 9,6

Product code
NTK-T - ZM - di - d2

Marking

Diameter d1

Diameter d2

Example: NTK-T 500-250
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FETSNORD® NORDsmoke | NTKV-T

NTKYV T-piece

Assembled T-pieces with NPSV-T segment saddle.

Nominal size I h Ip1 lo, Weight
d,-d, (mm) (mm) (mm) (mm) (mm) (kg)
400-400 617 300 52 52 7,3
500-400 628 355 53 52 8,5
500-500 712 350 53 52 9,8
630-400 628 420 52 52 10,1
630-500 725 420 53 53 12,6
630-630 858 420 53 53 14,4
800-400 628 505 52 52 13,1
800-500 712 500 58] 58] 158 Pd2 3
800-630 840 500 53 53 18,3 _$4
800-800 1052 520 80 80 22,3 |
1000-500 705 600 53 53 22,3
<
1000-630 837 600 58] 58] 26,6
1000-800 1034 610 80 80 32,0 5 ) ) Al
1000-1000 1244 615 94 94 425 ©
1250-630 837 725 53 53 43,0
1250-800 1074 760 80 80 38,0
1250-1000 1243 745 94 94 48,0 I Io2
1250-1250 1552 775 94 94 60,0
Product code
NTKV-T - ZM - di - d2
Marking
Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)
Diameter d1
Diameter d2
Example: NTKV-T 500-400
Images are for illustrative purposes RDT-023-0426 33
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FEETSNORD® NORDsmoke | NK-T

NK-T Air intake with mesh

NK-T connection with a mesh is used as the end piece of ventilation ducts.

Nominal size & h D Weight
d (mm) (mm) (mm) (mm) (kg)
100 48 60 190 0,32
125 48 60 215 0,45
160 48 60 250 0,6
200 48 60 295 0,75
250 53 60 340 0,9
315 53 60 405 1,3
400 50 75 495 1,6
500 51 75 615 2,2
630 51 90 770 3,3
800 75 90 945 4,9
1000 89 105 1170 7,3 Ql

Product code

NK-T - ZM - d

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Example: NK-T 315

RDT-023-0426 www.etsnord.com




FEETSNORD® NORDsmoke | NKM

NKM Air intake with mesh for fitting

Air intake equipped with a mesh is used at the end of the air intake and

extraction conduits.
Nominal size | h E Weight

D (mm) (mm) (mm) (mm) (kg)
100 39 60 190 0,32
125 39 60 215 0,45
160 39 60 250 0,6
200 39 60 295 0,75
250 58 60 340 0,9
Sill5 58 60 405 1,3
400 55 75 495 1,6
500 70 75 615 2,2
630 70 90 770 3,3 OF <
800 103 90 945 4,9 I —
1000 103 105 1170 7,3

- |

Product code

NKM - ZM - D

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter D

Example: NKM 315

Images are for illustrative purposes

We reserve the right to make changes RIPIRUEEHL A
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FETSNORD® NORDsmoke | NG-T

NG-T Air intake with mesh for fitting

Take-off equipped with a mesh is used at the end of the air supply and exhaust duct.

Nominal size ly Weight

d (mm) (mm) (kg)
100 48 0,1
125 48 0,13
160 48 0,17
200 48 0,25
250 53 0,4
315 53 0,5
400 50 0,8
500 51 1,1
630 51 1,4
800 75 2,4 ]
1000 89 3,7

®d

Product code

NGT - ZzM - d

Y
A

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Example: NG-T 315
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FETSNORD® NORDsmoke | NGM

NGM Air intake with mesh for fitting

Take-off equipped with a mesh is used at the end of the air supply and exhaust duct.

Nominal size [ Weight
d (mm) (mm) (kg)
100 39 0,1
125 39 0,13
160 39 0,17
200 39 0,25
250 58 0,4
315 58 0,5
400 55 0,8
500 70 1,1
630 70 1,4 I
800 103 2,4
1000 103 3,7
a)
S
v [ ]
Product code Sl
NGM - ZM - D
Marking
Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)
Diameter D
Example: NGM 315
Images are for illustrative purposes RDT-023-0426 37
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ETSNORD?® NORDsmoke | NP-T
NP-T Air intake for duct

Air intake with a mesh is used at the end of the air supply and exhaust duct.

Nominal size o | e Weight
d (mm) (mm) (mm) (mm) (kg)
100 48 155 55 0,35
125 48 155 30 0,45
160 48 200 40 0,6
200 48 240 40 0,8
250 53 300 50 0,9
315 53 365 50 1,7
400 50 450 50 3,5
500 51 560 60 4,8
630 51 690 60 7,5
800 75 870 70 13,0
1000 89 1070 70 18,0

Product code _>il<_

NP-T - ZM - d

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Example: NP-T 315
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FEETSNORD® NORDsmoke | NPM

NPM Air intake for fitting

Air intake with a mesh is used at the end of the air supply and exhaust duct.

Nominal size I 12 e Weight
D (mm) (mm) (mm) (mm) (kg)
100 39 165 65 0,35
125 39 190 65 0,45
160 39 200 40 0,6
200 39 240 40 0,8
250 58 300 50 0,9
315 58 365 50 1,7
400 55 450 50 3,5
500 70 560 60 4,8 1
630 70 690 60 7,5 = :—'Q.I
800 103 870 70 13,0
1000 103 1070 70 18,0 A
)
S
Y
_>2L;
Product code
NPM - ZM - D
Marking
Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)
Diameter D
Example: NPM 315
Images are for illustrative purposes RDT-023-0426 39
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ETSNORD®

TPLE-T Insulated Maintenance Door

NORDsmoke | TPLE-T

Insulated maintenance door for standard and smoke ex-
traction round duct of @ 100-1250 mm.

The mounting frame of the maintenance door is attached
to the duct. The maintenance door can be detached from
the frame using hexagon bolts.

TPLE-T maintenance doors meet requirements for tight-
ness class C (EN 12237:2003).

Used fire insulation meets the testing methods require-
ments according to EN 1366-1. Fire insulation strengths
in accordance with EN 13501-1.

Duct diameter Nominal size
@D (mm) A (mm) B (mm)
100 200 100
125 200 100
160 200 100
200 200 100
250 200 100
315 200 100
315 300 200
400 300 200
500 300 200
500 400 300
630 400 300
800 300 200
800 400 300
800 500 400
1000 400 300
1000 500 400
1000 600 600
1250 400 300
1250 500 400

Product code
TPLE-T - Material - El/S

Marking

Material !
Galvanized steel (Z275), standard material (not indicated)
ZM - Zinc-magnesium coated steel (ZM310)

H - Acidproof stainless steel AISI 316

Insulation type
EI30/S50 - fire/thermal insulation 50 mm
EI60/S60 - fire/thermal insulation 60 mm
El120/S100 - fire/thermal insulation 100 mm

C+25

(o0}

C = insulation thickness
For EI30/S50, 50 mm

B !  ForEI60/S60, 60 mm
For EI120/S100, 100 mm

A

-

A+82

[c) b

AxB / D

Nominal size AxB

Duct diameter D

Example: TPLE-T - EI120/S100 400x300/200
TPLE-T - H - EI120/S100 400x300/200

RDT-023-0426

www.etsnord.com
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ETSNORD NORDsmoke | NRF-T 50

NRF-T 50 Silencer

Round silencer with 50 mm sound absorption.

NRF-T-silencer’s sound absorption material is mineral
wool and The perforated inner tube and outer shell are
manufactured of galvanized steel. Between the inner
tube and the insulation, there is fabric to prevent wool
fibres getting into the ventilation system.

NRF-T silencer fulfils tightness class D according to
standard EN 15727:2010.

The NRF-T 50 silencer is used in smoke extraction
systems.

¢d1
¢d

Sound attenuation by octave bands, dimensions and weights

Sound attenuation (dB)

Nominal size L ad Weight
Gl i) Gt i n%) Mean frequency of octave band (Hz) (kg)
63 125 250 500 1000 2000 4000 8000
100 300 200 3 4 8 15 26 26 20 11 2.3
100 600 200 4 7 13 25 4 47 33 17 41
100 900 200 5 8 18 34 49 49 41 23 5.2
100 1200 200 6 9 21 41 B8 52 48 28 6.5
125 300 225 2 4 7 13 19 24 17 11 2.7
125 600 225 3 6 13 24 85 43 25 16 5.2
125 900 225 3 6 15 31 45 47 35 19 6.2
125 1200 225 4 6 20 42 54 49 41 23 7.5
160 300 260 1 3 5 12 16 19 11 9 3.0
160 600 260 2 4 10 20 28 31 18 13 6.1
160 900 260 2 6 14 27 37 35 24 17 8.6
160 1200 260 2 7 17 34 48 44 30 19 9.2
200 300 300 1 2 5 10 13 16 9 8 4.1
200 600 300 2 4 9 17 23 27 15 11 6.9
200 900 300 2 5 13 23 35 37 24 15 10.9
200 1200 300 3 6 16 30 45 44 24 16 12.0
250 600 350 2 3 8 15 22 21 12 10 8.6
250 900 350 2 4 12 22 31 28 15 13 11.7
250 1200 350 3 5 14 28 38 36 18 16 16.0
315 600 415 1 2 7 12 18 13 9 9 13.4
315 900 415 1 3 8 16 24 18 12 11 16.3
Bills 1200 415 1 4 10 20 32 22 14 13 21.1
Images are for illustrative purposes RDT-023-0426 41
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ETSNORD®
NORDsmoke | NRF-T 50

Technical data
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Airflow q, (I/s)
Product code
NRF-T50 - ZzZM - d - L

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Length L

Example: NRF-T 50-T 315-900
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FETSNORD® NORDsmoke | NRF-T 100

NRF-T 100 Silencer

Round silencer with 100 mm sound absorption.

NRF-T-silencer’s sound absorption material is mineral
wool and The perforated inner tube and outer shell are
manufactured of galvanized steel. Between the inner
tube and the insulation, there is fabric to prevent wool
fibres getting into the ventilation system.

NRF-T silencer fulfils tightness class D according to
standard EN 15727:2010.

The NRF-T 100 silencer is used in smoke extraction
systems.

@d1
od

Sound attenuation and dimensions

NRF 100 (absorption material is mineral wool)

Nominal Sound attenuation (dB .
size L @d, Mean frequency of octave( ba)nd (Hz) Weight

@d (mm) (mm) (mm) 63 125 250 500 1000 2000 4000 8000 (a)
100 300 305 3 5 12 17 23 28 21 11 5,6
100 600 305 6 10 18 28 39 44 32 17 9,0
100 900 305 7 12 25 37 51 50 42 23 13,0
100 1200 305 8 13 30 40 55 52 46 29 16,1
125 300 325 4 5 9 14 18 24 18 11 6,1
125 600 325 4 9 17 25 34 38 25 17 9,3
125 900 325 6 10 23 34 46 47 36 20 13,0
125 1200 325 8 12 28 38 52 51 42 24 17,0
160 300 360 4 3 7 11 15 20 13 9 71
160 600 360 4 7 14 21 29 34 18 13 11,4
160 900 360 5 9 20 31 41 45 25 16 15,7
160 1200 360 7 10 28 34 48 49 29 19 20,0
200 300 400 4 3 6 9 13 16 10 8 9,3
200 600 400 5 5 10 15 22 26 18 13 14,0
200 900 400 5 8 19 24 35 33 19 15 19,0
200 1200 400 7 9 24 33 44 42 23 16 22,0
250 300 450 2 3 4 7 13 16 10 7 13,0
250 600 450 4 4 11 15 21 21 12 11 15,0
250 900 450 3 5 16 22 31 24 14 12 22,0
250 1200 450 5 7 21 28 40 34 17 15 28,0
315 300 510 2 3 3 6 12 14 8 6 14,0
315 600 510 1 4 8 11 17 14 9 9 18,0
315 900 510 2 5 12 16 25 19 12 11 25,0
315 1200 510 3 6 17 23 34 25 15 14 32,0
400 300 600 2 2 3 5 9 12 7 5 20,0
400 600 600 1 4 6 7 10 9 7 6 25,0
400 900 600 2 5 12 15 20 15 12 9 32,0
400 1200 600 4 6 15 20 27 21 13 13 42,0
500 600 710 1 2 5 7 11 10 7 5 38,0
500 900 710 2 5 9 12 14 11 9 9 41,0
500 1200 710 3 5 11 17 19 14 12 11 51,0
630 900 840 2 4 7 12 14 11 9 7 50,0
630 1200 840 3 5 11 16 14 13 9 7 64,0
800 900 1000 2 4 8 12 11 9 8 6 76,0
800 1200 1000 2 4 9 13 12 10 9 7 81,0
1000 900 1200 0 1 7 7 4 3 3 3 84,0
1000 1200 1200 1 3 9 9 6 4 4 4 106,0
1250 1200 1450 1 3 9 6 5) 4 3 2 129,0
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Technical data

N
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Product code
NRF-T100 - ZM - d - L

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Length L

Example: NRF-T 100 315-900
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NRFB-T 100 Silencer

Round silencer with 100 mm sound absorption and
100 mm absorption element. NRFB-T-silencer’s sound
absorption material is mineral wool.

The perforated inner tube and outer shell are manu-
factured of galvanized steel. Between the inner tube
and the insulation, there is fabric to prevent wool fibres
getting into the ventilation system.

NRFB-T silencer meets the requirements of air tight-

ness class C.
The NRFB-T 100 silencer is used in smoke extraction
systems.
| Slo
_ ‘ _ gg _ _ _
Sound attenuation and dimensions L
NRFB-T 100 (absorption material mineral wool)
Nominal Sound attenuation (dB) .
size L @d, Mean frequency of octave band (Hz) Weight
- (mm)  (mm) (ko)
(mm) 63 125 250 500 1000 2000 4000 8000
315 600 515 3 7 11 18 24 33 23 16 25,5
315 900 51l 4 8 16 26 34 43 30 20 SIS
315 1200 515 7 12 23 34 42 52 35 23 48,1
400 900 600 4 8 13 21 30 34 22 15 45,2
400 1200 600 5 11 19 28 37 42 26 18 57,9
500 900 225 3 6 11 18 27 25 16 13 53,1
500 1200 700 4 8 15 23 33 32 20 15 70,1
630 900 830 2 5 9 15 23 18 13 10 66,0
630 1200 830 3 7 12 19 28 21 15 12 83,6
800 900 1000 1 3 7 15 23 17 10 7 84,6
800 1200 1000 2 5 9 14 21 17 11 9 107,8
1000 1200 1200 1 3 7 12 17 13 6 3 92
1000 1500 1200 1 3 9 15 22 16 8 4 113
Technical data
311515:51-388 400-1200 500-1200 630-1200 800-1200 1000-1200
/315-600 /400—900 /500-900 /630-900 800-900 /1000-900
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Product codes
NRFB-T100 - ZM - d - L

Marking

Material
(-) - galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Lenght L

Example: NRFB-T 100 315-900
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NTF-T Silencer

NTF-T rectangular silencer with round duct connections and
without perforated sheet inside. Suitable for general ven-
tilation system silencer, especially in situations where the
silencer dimensions should be smaller and the absorption
values should be good. The NTF-T silencer is used in smoke
extraction systems.

Advantages:

e Silencer’s dimensions are minimized while maintaining
excellent noise reduction characteristics

® |Low pressure drop due to streamlined geometry

¢ Insulation material is resistant to cleaning (nylon brush)

¢ |nsulation material coating does not absorb moisture

¢ Fulfils tightness class D according to standard EN 15727:2010.

Design and Dimensions

NTF-T silencers outer shell is made of galvanized sheet steel. Connections are with rubber gaskets. Sound
absorption duct element with good attenuation characteristics is made from mineral wool (Cleantec coated).
Silencers with @ 400-600 includes also separate absorption element.

Standard lengths 300, 600 and 1000 mm.

od
4\

Sound attenuation “ \ V.

Sound attenuation is specified to ISO 7235, i.e. ~—

static integral attenuation for duct products. A ]

NTF-T (absorption material mineral wool)

i Sound attenuation (dB
NOST;:: o L A B Mean frequency of octave( ba)nd (Hz) Weight
@d (mm) (mm) (mm) (mm) 63 125 250 500 1000 2000 4000 8000 (k)

100 300 210 155 7 8 11 20 22 20 20 15 3,0
100 600 210 155 9 16 19 32 41 43 40 26 4,7
100 1000 210 155 7 28 28 50 50 51 51 45 6,9
125 300 225 180 3 11 8 16 17 16 15 11 3,4
125 600 225 180 6 17 14 31 35 39 34 23 5,3
125 1000 225 180 6 24 20 49 50 50 47 31 7,8
160 300 280 215 3 5 8 13 13 16 15 11 4,4
160 600 280 215 6 9 15 23 28 31 26 19 6,8
160 1000 280 215 8 15 20 42 41 50 43 30 10,0
200 300 295 255 8 4 7 11 12 15 11 9 5,0
200 600 295 255 5 10 15 20 24 26 21 15 7,7
200 1000 295 255 7 16 25 40 48 49 40 27 11,3
250 600 325 305 7 7 13 17 22 22 17 12 9,1
250 1000 325 305 10 13 22 32 40 39 29 21 18553
315 600 365 370 3 6 10 13 17 15 14 12 10,8
SIlS) 1000 365 370 6 9 16 22 28 25 21 17 15,8
400 600 510 455 6 8 10 14 23 30 24 16 17,5
400 1000 510 455 7 14 17 24 38 44 41 27 25,5
500 600 560 555 1 9 11 20 26 26 21 16 21,6
500 1000 560 559 4 12 20 30 40 40 34 25 31,6
630 600 720 685 8 9 13 19 23 25 19 16 30,4
630 1000 720 685 13 15 21 388 39 38 32 25 451
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Pressure drop for dimensions 100-315

NORDsmoke | NTF-T
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Pressure drop for dimensions 400-600
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Lw,okt=LWA+ Ko
NTE-T Sound level correction factor K, (dB)
63 125 250 500 1k 2k 4k 8k
NTF-T 400-600 17 7 -1 -4 -5 -9 -15 -21
NTF-T 400-1000 14 5 0 -4 -5 -8 -15 -22
NTF-T 500-600 7 5 0 -3 -5 -8 -14 -21
NTF-T 500-1000 8 5 1 -3 -5 -9 -15 -22
NTF-T 600-600 10 4 -3 -4 -4 -7 -15 -20
NTF-T 600-1000 8 3 -4 -4 -5 -6 -14 -22
Product code
NTF-T - zZM - d - L

Marking

Material
(-) - galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

Lenght

Example: NTF-T 160-600

Images are for illustrative purposes
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KRTS-4-T Shut-off and regulating damper

Dampers for shut-off and regulating of air flow in round smoke
duct systems.

KRTS-4-T sealed version. Casing tightness class C and shut-
off tightness class 4 (standard EVS-EN 1751:2014).

Structure and dimensions

Manufactured of galvanized steel. Equipped with rubber |

gaskets. Can also be manufactured of zinc-magnesium
coated steel (ZM310).
O
For manual regulation, there is a handle installed.
@)
<<D U
S
T =
£ |- B
A
Size A B c E F G I to'\r’":e Weight
dd (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (Ncr‘n) (kg)
100 155 95 31 - 180 100 95 2 0,6
125 155 95 38 - 180 100 95 2 0,7
160 155 95 43 - 180 100 95 2 0,9
200 155 95 46 15 180 116 95 2 1,1
250 220 120 23 10 225 113 130 4 1,6
15 220 120 31 43 225 110 130 4 2,1
400 220 120 36 85 225 109 130 4 3,2
500 255 130 40 115 225 108 130 10 4,7
630 255 130 43 180 225 107 130 10 6,3
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Technical data
KRTS-4-T, shut-off tightness class 4

NORDsmoke | KRTS-4-T
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KRTS-4-T 400
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Product code

KRTS-4-T - ZM -

Marking

Material
(-) — galvanized steel (Z275)
ZM - zinc-magnesium coated steel (ZM310)

NORDsmoke | KRTS-4-T

KRTS-4-T 500
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Example: KRTS-4-T 315
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KRI-T Damper with flow meter

KRI-T is an iris-type damper for measuring and
regulating air flow.

Air flow measuring and regulating is done easily by
using measuring nozzles and turning the regulating
bolt, which turns the blades. See: Measuring and
regulating air flows.

By opening the blades a full access to the system is
provided for cleaning.

Tightness class EN 1751, class C.

KRI-T 100-200 &

e

Structure and dimensions

The damper and blades are manufactured of
galvanized steel. Regulating bolt, regulating graph
and measuring nozzles are made of plastic.

Duct connections with rubber gaskets. Measuring
nozzles on both sides of the blades.

Nominal size @D | L Weight
@d (mm) (mm) (mm) (mm) (kg)
KRI-T 100 160 120 185 1,0
KRI-T 125 185 120 185 1,3
KRI-T 160 225 120 180 1,7
KRI-T 200 280 130 185 2,3
KRI-T 250 330 55 135 2,9
KRI-T 315 405 68 135 85
KRI-T 400 525 45 160 7,4
KRI-T 500 655 70 170 10,6
KRI-T 630 815 70 170 16,6
KRI-T 800 1015 70 270 26,0

Technical data
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KRI-T 630 _ KRI-T 800 _
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Airflow g (I/s) Airflow g, (I/s)
Sound power level L,
Correction of sound level K, [dB]
63 125 250 500 1000 2000 4000 8000
KRI-T 100 8 7 4 -3 -8 -15 -18 -25
KRI-T 125 9 7 8] -3 -8 -13 -18 -24
KRI-T 160 11 9 4 -3 -9 -12 -18 -25
KRI-T 200 14 9 3 -3 -9 -11 -18 -25
KRI-T 250 16 10 2 -4 -8 -12 -21 -26
KRI-T 315 19 10 2 -5 -7 -14 -23 -26
KRI-T 400 19 8 2 -3 -8 -15 -22 -26
KRI-T 500 19 6 8 -2 -9 -15 -20 -25
KRI-T 630 20 8 2 -3 -9 -15 -20 -26
KRI-T 800 21 9 2 -4 -10 -15 -20 -27
Tolerance + 4 4 4 4 4 4 4 4

The sound power levels of the duct for every octave band are obtained by adding the corrections K_, of octave
bands (see table above) to the total sound pressure level Lp dB(A), according to the following formula:

LWokt = I'p10A + Kokt

10A?

Correction K, is the average in the range of use of the regulation and measuring device.

Data for smoke restriction

KRI-T-100 and KRI-T-125 meet the requirements of RakMK E7:2004 for dampers (42 dm?/s, 100 Pa), when
KRI-T-100 regulation value = 6,0 and KRI-T-125 regulation value > 5,5.

Product code

KRI-T - d

Marking

Diameter d

Example: KRI-T 100

Images are for illustrative purposes
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DKS-T Ceiling diffuser

DKS-T is a rectangular ceiling diffuser for duct con-
nections @ 100-400 mm.

Exhaust air diffuser - air is removed from the room ’ = =
through the side slots and perforated front panel.

Diffuser front plate is easily removable, making the i
cleaning process more comfortable and less time Sitissciooiis EHH

Consuming. SSeseeae ==«§=,—_;::,

Features:

® Low noise level
e Removable front plate makes cleaning easy

Structure and dimensions R
Manufactured of galvanized steel and coated white (RAL 9003). §§?r @iﬁ
Round duct connection with rubber gasket. : e i
. < E 5 o
N‘;ri‘;g‘a' A H @D h ! :
d (mm) (mm) (mm) (mm) (mm) (mm) E @igl@sgi Egagg::
100 300 45 130 45 40 8985655 e S laseesie 89939959
125 350 45 170 50 40 - -
160 350 45 210 55 40 st
200 450 45 250 55 40 D
250 450 45 300 55 40 - o ‘
315 595 45 365 55 40 | |
400 595 45 450 90 75 < /\ ‘\\ -
T D il
Product code
DKS-T - ZM - d - RAL7000

Product

Material
Standard material galvanized steel+paint
ZM - zinc-magnesium coated steel (ZM310)

Diameter d

RAL colour
RAL colour: if other than standard colour. Standard colour white RAL 9003

Example: DKS-T 200
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Installation accessories

Sealing materials

Firestop silicone Firestop tape, 15x4 mm

- "\
/ \
= \
Mounting components
Threaded rod, 2 m KOLI supported cantilever Mounting rail, L-profile

M8 L=300 30x30x2, L=2m
M10 L=400 »
L=600
L=800
L=1000
L=1200

Mounting rail, U-profile TK Clamp TK M8 Clamp
30x30x2 @100-1000 mm @100-400 mm

Images are for illustrative purposes
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