
NORDcanopy
HP Compact Canopy for Small Kitchens

Mesh grease filter for small air volumes

Energy efficient SpotLED luminaires

Extra small dimensions

Easy-to-clean design

Cable suspension system for easy installation

www.nordcooking.com

http://www.nordcooking.com/
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HP kitchen canopy ensures a clean, hygienic and comfort-
able work environment by removing pollutants, excessive 
heat and grease from your kitchen. 

• The canopy is made from stainless steel (AISI 304, 
surface 2K).

• The side walls of the canopy are a closed structure 
and air tight.

• Easy-to-clean surfaces.
• Smooth surface transitions for extra hygiene.
• Adjustable hanging system included.
• Effective air extraction in a small package.
• Mesh grease filter for exhaust.

Module Dimensions

Dimensions (mm)

L Length 600

B Width 600

H Height 300

Construction

HP Compact Canopy
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1 – Exhaust air connection 
2 – Suspension points
3 – Front panel
4 – Lighting
5 – Filter
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Lighting
All kitchens require functional lighting to ensure that the personnel has a safe and effective work environment. 
ETS NORD kitchen canopies use next generation energy-efficient recessed LED-spot luminaires which can save 
as much as 50% more energy compared to older technologies.
Grease removal canopies include light fixtures integrated into their ceilings, protected by an aluminum and 
glass casing.

SpotLED lighting fixtures 
Light colour: 4000K (colder), 3000K (warmer)
Housing material: Aluminium
Colour separation index: > 80 (Ra)

Canopy module 
length (mm)

SpotLED
Quantity

Energy use 
(W)

Flux 4000K 
(lm)

Flux 3000K
(lm)

Radiation 
angle

600 2 16 1340 1240 36°

Product Marking

Marking
HP

Dimensions
L - Length
B - Width
H - Height

Exhaust air
E1 - One exhaust air chamber
d - Diameter of exhaust air connection
n - Quantity of exhaust air connections

Lighting
SpotLED-4000 - 8W, 4000K
SpotLED-3000 - 8W, 3000K
n - Quantity of lighting fixtures

RAL colour
RAL colour, when coated

Example: HP 600×600×300- E1=160×1 – SpotLED-4000×2  

HP - L×B×H - E1=d×n - XXX×n - RAL 9005 



ETS NORD AS

Address:  Peterburi tee 53
  11415 Tallinn
  Estonia
Phone:   +372 680 7360

  info@etsnord.ee 
  www.etsnord.ee 

ETS NORD Finland

Address:  Pakkasraitti 4
  04360 Tuusula
  Finland
Phone:  +358 401 842 842

  info@etsnord.fi 
  www.etsnord.fi

ETS NORD Sweden

Address:  Järsjögatan 7 
  69235 Kumla
  Sweden
Phone:   +46 19 554 20 50

Address:  Pinjegatan 5
  21363 Malmö
  Sweden
Phone:   +46 40-94 68 70 

Address:  Förrådsvägen 5
  151 58 Södertälje
  Sweden
Phone:   +46 8 550 301 40 

  info@etsnord.se 
  www.etsnord.se

ETS NORD International

  info@etsnord.com 
  www.etsnord.com 

ETS NORD Ventilation Manufacturing LLC UAE 

  Sepin Rayo 
  sepin.rayo@etsnord.com
  +971 5257 02916


