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KRTM-vyöhykepelti on tarkoitettu ilmavirran säätöön. Vyöhykepelti 
on varustettu Belimon toimilaitteella, joka ohjaa peltiä kiinni tai auki 
asentoon. Myös kolmas säätöasento on mahdollista toteuttaa. 
Toimilaitetta voidaan ohjata mikrokytkintiedolla tai rakennus-
automaatiojärjestelmästä. 
Vyöhykepellin vaipan vuotoluokka on C ja sulkupellin tiiviysluokka on 
4 standardin EN 1751:2014 mukaan.

Rakenne ja mitat
KRTM vyöhykepellin runko, läppä ja toimilaitealusta on 
valmistettu kuumasinkitystä teräksestä. Säätöpellissä 
on kumitiivisteet. 
Vyöhykepelti voidaan valmistaa tilauksesta myös 
muista materiaaleista.

Nimellismitta, A B C Toimilaite Paino, kg
100 95 155 30 CM24-R/CM230-R 0,85
125 95 155 38 CM24-R/CM230-R 0,95
160 95 155 45 CM24-R/CM230-R 1,15

Tekniset ominaisuudet
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Asennus
Asennusohjeet NORDduct-asennusohjeesta. KRTM vyöhykepelti asennetaan kanavistoon vetoniiteillä 
sisäliittimen tavoin. Asenna kanava-asennusohjeen mukaisesti vähintään 3 vetonittiä tasaisin välein.
Toimilaite yhdistetään sähköverkkoon kytkentäkaavion mukaisesti. 

Kytkentä ohjeet
CM24-R, Auki/kiinni, 3-piste, AC/DC 24 V, 2 Nm 

CM230-R, Auki/kiinni, 3-piste, AC/DC 100…240 V, 2 Nm
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• To calculate the torque required, the specifications supplied by the damper
manufacturers concerning the cross-section, the design, the installation site and the
ventilation conditions must be observed.

• The device contains electrical and electronic components and must not be disposed
of as household refuse. All locally valid regulations and requirements must be
observed.

Product features

Simple direct mounting The actuator is mounted directly on the damper spindle (∅ 6...12.7 mm) with an 
universal spindle clamp and then secured with the anti-rotation device supplied, to 
prevent it from rotating.

Manual override Manual override with magnet possible (the gear is disengaged as long as the magnet 
adheres to the magnet symbol). The magnet for gear disengagement is integrated in 
the position indication.

High functional reliability The actuator is overload protected, requires no limit switches and automatically stops 
when the end stop is reached.

Adjustable angle of rotation Adjustable angle of rotation with mechanical end stops.

Accessories

Description Type

Mechanical accessories Anti-rotation clip for CM.. Z-ARCM
Magnet disengagement Z-MA
Position indicator CM.. Z-PICM

Electrical installation

!
Notes • Connection via safety isolating transformer.

• Parallel connection of other actuators possible. Observe the performance data.

Wiring diagrams

AC/DC 24 V, auki/kiinni AC/DC 24 V, 3-piste

1 2 3

– +

T ~

L
R

1 = musta 
2 = punainen 
3 = valkoinen

1 2 3

0

– +

T ~

L
R

Kaapelin värit:
1 = musta 
2 = punainen 
3 = valkoinen

CM24-R Damper actuator, Open-close, 3-point, AC/DC 24 V, 2 Nm

Safety notes
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Kaapelin värit:

• The device may only be opened at the manufacturer’s site. It does not contain any
parts that can be replaced or repaired by the user.

• Cables must not be removed from the device.
• To calculate the torque required, the specifications supplied by the damper

manufacturers concerning the cross-section, the design, the installation site and the
ventilation conditions must be observed.

• The device contains electrical and electronic components and must not be disposed
of as household refuse. All locally valid regulations and requirements must be
observed.

Product features

Simple direct mounting The actuator is mounted directly on the damper spindle (∅ 6...12.7 mm) with an 
universal spindle clamp and then secured with the anti-rotation device supplied, to 
prevent it from rotating.

Manual override Manual override with magnet possible (the gear is disengaged as long as the magnet 
adheres to the magnet symbol). The magnet for gear disengagement is integrated in 
the position indication.

High functional reliability The actuator is overload protected, requires no limit switches and automatically stops 
when the end stop is reached.

Adjustable angle of rotation Adjustable angle of rotation with mechanical end stops.

Accessories

Description Type

Mechanical accessories Anti-rotation clip for CM.. Z-ARCM
Magnet disengagement Z-MA
Position indicator CM.. Z-PICM

Electrical installation

!
Notes • Caution: Power supply voltage!

• Parallel connection of other actuators possible. Observe the performance data.

Wiring diagrams AC 

230 V, kiinni/auki AC 230 V, 3-piste
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CM230-R Damper actuator, Open-close, 3-point, AC 230 V, 2 Nm

Safety notes

www.belimo.euCM230-R • en-gb • 2015-12-11 • subject to changes2

Kaapelin värit:
1 = sininen 
2 = ruskea 
3 = valkoinen

Kaapelin värit:
1 = sininen 
2 = ruskea 
3 = valkoinen
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Tuotemerkintä

Esimerkki: KRTM 315-24V

Tuote

Materiaali
Kuumasinkitty teräs, vakiomateriaali
H - haponkestävä teräs, AISI 316L
ZM -  sinkki-magnesium pinnoitettu teräslevy, ZM310

Halkaisija d

Moottorin jännite
24V
230V

KRTM     -      H       -       d      -      24V    


